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B MESIresults

MESiIresults application is designed to be used with Automated ankle brachial
pressure index measuring device (ABPI MD). Using USB cable, ABPI MD device can
be connected to the computer. It enables possibility of printed or/and electronic
handout. The application allows importing information such as name, address and
logo of the institution which can be saved in MESIresults and printed on every file
leaving the health care facility.

This user guide will help you install the application and give you information about
MESIresults use.

You can download MESIresults application from www.mesimedical.com.

This manual will guide you through the process of installing MESIresults, and provide
information on how to manually install MESIresults on your computer.

For a successful installation you will need a PC running the operating system
Windows XP or greater.
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Installation
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To start the installation you must

first double click on the MESIresults
installation file and follow the instructions
in the ensuing steps.

Select your language and then press the
OK button. (Figure 1)

Select the language to use during the
installation:

(Englsh

Figure 1: Language select

Click the Next button to continue.
(Figure 2)

Welcome to the MESIresults
Setup Wizard

This wil install MESIresults version 1.7.16n your computer.

Itis recommended that you dose all other appiications before:
contiruing.

Chk Nexct to conbnue, or Cancel to exit Setup.

[text> J)[ concel ]

Figure 2: Welcome window

Installation



| Stepd ________________§

In step 4 you can select the additional You can select both options and
tasks that you would like Setup to continue.
perform while installing.

If this is your first installation we

If you wish to create a desktop shortcut recommend leaving it the way it is:
of MESIresults then check Create uncheck and proceed by clicking the
a desktop icon. If you don’t want a Next button.

desktop icon, uncheck it (Figure 3, by
number 1) and continue the installation

by clicking the Next button. e e ek b perfomed?
If you wish to delete all your previous S e
application settings and begin with ]_T:I'WWL“
a completely new installation of 2. [F] Cloar st revicus sppkcation settnge
MESiIresults, check Clear all previous
application settings (Figure 3, by number
2) and proceed by clicking the Next
button.
[ <z (Lre> )

Figure 3: Additional task select

| Stp5 ___________§

Click on the Install button to continue.
(Figure 4) Ready to Install

Setupis now ready to begin instaling MESresults on your computer.

Chak Install to continue with the instaliation, or dick Back If you want to review or
change any settings.

‘Additonal tasks: -
Additianal icons:
Create a deskiop icon

bl »

T —
Y (e

Figure 4: Ready to install window
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If you are using the Windows XP
operating system, the Windows Security
window will not appear.

Step 6 is only for users with Windows 7
and Windows Vista operating system.

If the Windows Security window
appears in the process of the application
installation (Figure 5) then click on Install
this driver software anyway. This is
needed for MESIresults to work correctly.

# Don'tinstall this driver software
You should check your manufactuser's website for updated driver software
for your device.

Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or stes|
infermation.

(%) See details

Figure 5: Windows security

When the installation is completed, click
the Finish button and the MESIresults
application will open.

Now you have successfully installed
the MESiIresults application. If your

PC computer is running the operating
system Windows XP, then continue with
the driver installation.

If the application doesn’t work, delete it
from your computer and install again. Be
careful that you follow all the specified
installation steps and install the drivers
correctly.

Installation

Completing the MESTIresults Setup
Wizard

Setup has fnished instaling MESIresults on your computer.
The applcation may be launched by selectng the nstaled
cons.

Chk Finish 1o exit Setup,

[¥] Lawnch MESEresuts

&

Figure 6: Finish window




Driver installation for
Windows XP

If your PC is running the Windows XP operating system, you must follow the
installation steps listed below to successfully install the drivers for the MESIresults
application. In Windows Vista, Windows 7 or Windows 8 those steps are not
necessary.

Before proceeding, please download drivers from our web site www.mesimedical.
com. You will need drivers to finish installation.

| Stept ____________§

First, connect your ABPI MD device with Found hew Hardware Wizard
a USB cable to your computer and turn
on the device. After a few moments the
Found new hardware wizard should
appear.

Welcome to the Found New
Hardware Wizard

This wizasd heps pou nstal seftwers for:

ABFI USB FORT

* ) If your hardware came with an inzstallation CD
or Hoppy disk. insest it now.

Select the option Select from a list or
specific location (Advanced) in Figure 7
and then click Next.

‘What do you wark the wazand o do?

@ Installthe software sutomatically [Flecommendsd)
© Inslallliom a kst o0 specific localion [Sdvanced)

Cick Nest lo cantirue.

¢ Back: Neat > Carcel |

Figure 7: New hardware wizard window

| Step2 ____________§

Select the option Don’t search. | will
choose the driver to install in Figure 8
and click the Next button.

[Found Mew Hardware Wizard

Fleaze choose pour rearch and mzlallation options.

 Smarch lor the best diver in hase locations.

e o The bost diver po

7 Search remevable medie [fappy) COROM. |
[P Inctuds this Jocetion in the s=erch:

F o Salinge\TomoD o (L

% Daon't search. | vill chooss the diver o instal

Choase this ophon bo select the device daver from alist. Wrdwmdwmtwmld
the diives you choose wall be the best metch fof your

<Bock [ Neas | Caed |

Figure 8: New hardware wizard - choice

Driver installation for Windows XP 7
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To select the driver, click on the option
Show compatible hardware (Figure 9).

The installation window will appear. Click
the button Browse. (Figure 10)

Browse your computer for the folder
‘WinXP driver’ and file ‘ABPIMD_XP.inf’.
Select it and click on the button Open.
(Figure 11)

The installation window (Figure 12) will
appear again. Click the OK button to
continue.

8 Driver installation for Windows XP

__Q§seps

Found New Hardware Wizard

Select the device diver you want to install for this hardware.

= A

Select| your o tick Ne. If you
isve: ik thet contains the diives you want to install,chk Have Disk.

[7 Show compatible haidware
B

adel
ABFILISB PORT

4\ This drives is not digitally signed! Have Disk...
- .
<Back [ Hew» carcel |

Figure 9: New hardware wizard - driver selection

ostalireompisk |

Tk bl et v el
__anca_|
Copy manutachuer's files from:

= i |
Figure 10: Installation from disk

locatefie - -

Lookire [ WindP divess H 0% @
ErTr
File name: JazPmo P nt = Open |
Flesolype  [Sep incmation ) - Cangel |

Figure 11: File location window

5
Inzett the marufschurer's instalson ditk, and then
ki sore that Har conpct dive i sebcind below, LI
[oa=t
Copy manulachsers fes from
[FAMESiresuits\WirkdP iver =l | Biowse. .. l

Figure 12: Installation from disk — driver location



| Stepd ________________§

After you select the driver, the Hardware
Update Wizard window will appear
again. In the window Model (Figure 13)
the ABPI USB PORT statement should
appear, if not then repeat step 3. If the
statement is shown then click the button
Next to continue.

Hardware Update Wizard

Sebect the device driver you want ta install for this hardware.

= Select and model of pour device and then click Nest. If you
have a disk that contains the diiver you went to instal. click Have Disk.

¥ Shom gompatbls hardwars
M |
“ABFI USE FORT

#y This drives is not digitally signed!
d gty i

< Back Hewt >

Figure 13: New hardware wizard - driver selection

| Stp5 ___________§

As the drivers are new, the window in
Figure 14 may appear. We assure you
that this driver is safe and will not harm
your computer. To continue click on the
button Continue.

Software Installation

L E The zoftware yow ares inztaling has not pazzed Windows Loga
L testing bo verly e compatibiily with Windows 3P, [Tel me why
this besting is important |

C your i llation of thiz may impair
or d the comect ion of your zpztem
either immediately or in the future. Microsoft strongly
recommends that pou ztop this installation now and
conlact the software vendor for soflware that has
passed Windows Logo testing.

| Conbnue Anyway I I STOP Instalistion J

| Step6____________§

To complete the installation click on the
button Finish.

Now you have successfully installed the
drivers for XP. Thank you.

English

Hardware Update Wizard

Completing the Hardware Update
‘Wizard

The wizsed hat frached instaling the scltware for

3 ABPI USE FORT

(Chick Finich to close the wizard.
4 Back I Finish I

Figure 15: Hardware update wizard - finish

Cenced |
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Instructions for use

This manual will help guide you through the process of using the application.
MESIresults offers you a basic menu view where you can access four different tabs:
Measure ABPI, History, Settings and About.

MESIresults application can be used in two different ways:

» ABPI MD device and computer are connected during the measurement. Process
of the measurement is shown also on computer screen and the oscillation data is
available.

« ABPI MD device is connected to the computer after the measurement is done. The
measurements are synchronized between device and computer. The oscillation
data is not available with synchronized measurements. In the History tab these
measurements are marked with device icon.

On the bottom right you can see the e
status bar. The green circle indicates the
connection status of the ABPI MD device
with the computer. The serial number of
the device is displayed on the bottom
left side of the computer screen. If the
device is not connected, the status circle
is transparent and the device’s serial
number will not be displayed.
Figure 1: Basic view - Status connected

Press

on the device
to start the measurement

Connect the ABPI MD device to your - =
computer by using the USB cable and =

then turn the device ON.
Connect the device

to the computer with
USB cable

Figure 2: Basic view - Status disconnected

Instructions for use



Before using the device, we recommend that the user set the institution’s basic data
and logo (“user details”), which will then be seen on the patient’s handout. You can
access the form in the Settings tab.

Figure 3: Settings tab: Set user details;
print details for the handout

o

Figure 4: Settings tab: Set user details;
without details on the handout

Measure ABPI tab

The Measure ABPI tab displays the
measurement screen. Press the START
button on the device to start measuring.

During the measurement process

the oscillation graphs are active. The
graph observation can be displayed
on the computer monitor or the device.
After approximately 3 minutes the
measurement is finished.

English
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Press

START
SToF_ENTER

on the device
to start the measurement

Figure 5: Start the measurement

—— = = = -~ =

e s
far

Figure 6: Active oscillation graphs

Measure ABPltab 11
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After the measurements are taken,
the Calculation note appears. The
device makes a beeping noise which
indicates that the calculation of results
is in progress. It should take roughly
30 seconds to see the results on the
computer display.

If an error message is displayed during
the measurement, or if the measurement
is interrupted, click anywhere to
continue.

After the measurement is finished, the
results are displayed on the computer
screen. You can print or export the
patient’s results by the clicking print
button or saving it as a PDF file. To view
previous measurements click on the
History tab.

By clicking the “Print” or “PDF file”
button, the patient’s form opens. Here
you can fill in the patient’s personal data,
measurement description and see a
preview of the printout. The patient data
is automatically saved once the patient
data is filled out. You can also browse
saved data.

After filling out the handout you can
either print it, save it as a PDF file, or
measure a new patient by clicking the
respective buttons on the bottom right of
the screen.

Instructions for use Measure ABPI tab

Figure 7: Calculation in progress

et agot 101 Eeachil pressure 11766 %
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Figure 10: Results

LT R——— o

Figure 11: Patient’s data form and
handout preview



Another way to see the patient’s results is by clicking on the History tab. The top
result is the result of the last patient. The History tab provides you with a set of
previous measurements, which are saved for subsequent printing.

The measurements displayed with the device icon on the left side of the result are
measurements performed without a USB connection. These results do not contain the
oscillation data, which is why graphs are not included in the handout. If the ABPI MD
device is connected to the computer during the measurement process, the oscillation
graphs can be seen by clicking the “Details” button, “Print” button, or they can be
saved as a PDF file.

The Left and Right ABI results are also indicated by color codes.

Measurements containing the patient’s name and surname can also be browsed by
typing the patient’s name or surname into the search field in the upper left part of the
window.

History can be deleted by clicking the
icon on the upper right side of the
MESIresults application. Information
about the most recent synchronization
can also be seen there.
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Figure 12: Previous measurements

The settings tab allows the user to set the institution’s basic data and logo, which
can then be seen on the patient’s handout. If you want the data to be printed on the
handout, be sure to check the check box for printing details on the handout (see
Figure 3).

History tab 13
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The About tab offers information about
MESIresults, such as the software

. . . .
version and company information.

Application i intsrded to delver a handout of the maasurement from. your APBE MD. It also saves 38 the
measuroments fo later printing. Handout alkows you tion about the mstitution such as a5 name

Figure 13: General information

Troubleshooting

Issue Possible solution

Device does not connectto  Check if the drivers are installed and are working properly. Try
application. reinstalling drivers or application.

Institution information is not  Make sure that “Print my details on the handout” checkbox
printed on the handout. in Settings tab is checked. If that doesn’t solve the problem,
reinstall the application.

Application crashes during Run application without device connected to the computer. If it
start-up. works check drivers, otherwise reinstall application.

If you have any problems, please contact our help services at +386 (0)1 620 34 87.

14 Instructions for use About tab
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